Toward the establishment of the electrochemical recovery process of rare-earth (RE) elements from used magnet scraps, selective electrochemical formation of RE-Ni alloys (RE = Pr, Nd, and Dy) was investigated in molten NaCl-KCl-NdCl 3 -DyCl 3 and NaClKCl-PrCl 3 -NdCl 3 -DyCl 3 at 973 K. Alloy samples were prepared by potentiostatic electrolysis using Ni plate electrodes at various potentials. The compositions of the formed alloys were analyzed using energy-dispersive X-ray spectroscopy (EDX), and the separation factors defined as {x Dy /(x Pr + x Nd )} alloy were compared. High separation factors of 9.9 and 22.9 were obtained at 0.42 V and 0.45 V (vs. Na + /Na), respectively, indicating the possibility of effective separation and recovery of REs from the used magnet scraps.
Introduction
The use of rare-earth (RE) elements is essential for recent high-functional devices.
Typical examples in energy fields include permanent magnets, fluorescent substances, light-emitting diodes (LEDs), solid electrolytes, and hydrogen storage alloys. In particular, neodymium-iron-boron (Nd-Fe-B) magnets, or so-called neodymium reduction, 3 molten salt electrolysis, 4 ionic liquid electrolysis, 5 and extraction to molten metal, 6 salt, 7 and slag. 8 Among these processes, a simple and environmentally friendly process is desired for recycling Pr, Nd, and Dy from the used magnets that will be discarded from EVs and HEVs in the near future.
We have proposed a new separation and recovery process for RE elements from magnet scraps using molten salt electrochemistry utilizing an alloy diaphragm. [9] [10] [11] [12] [13] [14] [15] In the proposed process, two molten salt electrolytes are separated by an RE-iron group (IG) alloy diaphragm. Scraps of RE magnets are used as an anode to dissolve RE elements into the molten salt in the anode chamber, and then, Pr, Nd, and Dy are separated using the differences in both the formation potentials and formation rates of the RE-IG alloys.
The RE metals are separately recovered via electrodeposition onto the cathode in the cathode chamber. We have already reported the electrochemical behavior of RE elements (RE = Pr, Nd, and Dy) and the formation of RE-Ni alloys in molten LiF-CaF 2 -REF 3
salts at 1123 K [10] [11] [12] 15 and molten NaCl-KCl-RECl 3 salts at 973 K. [13] [14] [15] Concerning the LiF-CaF 2 eutectic melt, Nourry et al. also reported the formations of Nd-Ni alloys. 16, 17 For the application of the process, investigations not only of the behaviors of each element but also of the separation between Pr, Nd, and Dy are essential. Konishi et al. have already reported selective formation of RE-Ni alloys using the same technique in a molten LiCl-KCl melt at 723 K and achieved a high separation mass ratio of Dy/Nd = 72 in the alloy samples. [18] [19] [20] In the present study, to verify the separation of RE elements, the formation of RE-Ni alloys (RE = Pr, Nd, and Dy) was further investigated in molten NaCl-KCl-RECl 3 salts at 973 K. Because the NaCl-KCl melts have higher operation temperatures compared 5 with LiCl-KCl melts (723 K), faster separation was expected. First, the alloy formation rates were compared between Pr, Nd, and Dy. Second, the optimum electrolysis potential was investigated for selective alloy formation. Finally, the reaction mechanism was discussed by comparison with the previously reported separation behavior in LiCl-KCl molten salt.
Experimental
The details of the experimental setup and procedure have already been reported elsewhere. 13 Two hundred grams of the mixture of NaCl and KCl with a consolute Corp.), which exhibits Na + ion conduction owing to the impurity of Na 2 O, was used for the Ag + /Ag reference electrode. 13 The potential of the reference electrode was occasionally calibrated with reference to the potential of a Na + /Na dynamic reference electrode, which was prepared by the electrodeposition of Na metal on a Mo wire. 13 All the potentials in this study are given with reference to this Na + /Na electrode potential.
The prepared RE-Ni alloy samples were analyzed by scanning electron microscopy 6 (SEM) using secondary electrons, energy-dispersive X-ray spectroscopy (EDX), and inductively coupled plasma-atomic emission spectroscopy (ICP-AES, Thermo Scientific、 iCAP 6200 Duo). The alloy samples prepared by electrolysis of Ni plates were usually covered with solidified salts. Before analysis by SEM/EDX, the samples were treated as follows. 13 They were first immersed in ethylene glycol (Wako Pure Chemical Co. Ltd., 99.5%) to remove chloride salts at room temperature for more than 1 day. After washing with acetone, the samples were embedded in acrylic resin (VariDur ® , Buehler) and polished with emery paper (#240, 400, 600, 1000, and 2000). Table 1 compares the formation reactions and corresponding potentials for RE-Ni alloys and RE metals in molten NaCl-KCl-RECl 3 (0.50 mol%) at 973 K (RE = Pr, Nd, and Dy) that have already been reported. [13] [14] [15] The separation of Pr and Nd using potential control is suggested to be difficult because of the very similar formation potentials.
Results and Discussion

Formation potentials of RE-Ni alloys
However, the separation of Pr and Nd is not necessary because the Pr-Nd alloy called Di can be directly recycled into magnets without separation. However, the separation of Dy from Pr and Nd is highly expected at 0.39 V-0.48 V (vs. Na + /Na). In this potential range, at these potentials is also expected in a NaCl-KCl melt.
*** Table 1 Table 2 summarizes the compositions of the formed alloy layers determined by EDX.
Elements except for REs and Ni, such as O and Cl, were not detected. For all the samples, the compositions are almost the same at any positions of the formed RE-Ni alloy layers.
Importantly, the concentration of Dy is always highest among all the RE elements.
Except for the samples at 0.50 V, the composition of all the samples corresponds to the In this study, the separation factor is defined as {x Dy /(x Pr + x Nd )} alloy , where x Dy , x Pr , and x Dy are the atomic compositions of Dy, Pr, and Nd for the RE-Ni alloy, respectively.
Here, the value of x Pr in the system containing no PrCl 3 is considered to be zero. The calculated separation factors from the EDX analysis are also listed in Table 2 and plotted against the potential in Fig. 5 . As expected, a high separation factor is obtained between 0.39 and 0.48 V. In the molten NaCl-KCl-NdCl 3 -DyCl 3 , the factors are 11.6-26.0 (avg. Concerning the formation kinetics of the RENi 2 alloy layer, it was reported from the current transients and cross-sectional SEM images that its growth changes from following a parabolic rate law during the initial period to following a linear rate law afterwards, which is explained by the existence of the outer and inner DyNi 2 layers. 25 A linear growth rate was also reported for NdNi 2 in molten LiCl-KCl-0.50 mol%NdCl 3 .
18
The reaction kinetics was one order of magnitude faster in molten NaCl-KCl at higher temperature.
The difference of the separation factors between NaCl-KCl-NdCl 3 -DyCl 3 and NaClKCl-PrCl 3 -NdCl 3 -DyCl 3 in Fig. 5 is explained by the composition of the molten salt as follows. Figure 7 plots the separation factor, {x Dy /(x Pr + x Nd )} alloy , against the molar ratio of Dy to (Pr + Nd) in the molten salt, {x Dy /(x Pr + x Nd )} molten salt , at the potential of selective DyNi 2 formation. Here, the reported separation factor in the LiCl-KCl melt is also plotted after the recalculation from weight to atomic ratio. [18] [19] [20] As observed in the plots, there is a proportional relationship, 
Conclusions
With the aim of establishing a recycling process for used Nd magnets containing Pr and Dy, electrochemical separation of Pr, Nd, and Dy utilizing RE-Ni alloy formation was investigated in a molten NaCl-KCl-RECl 3 system at 973 K. Alloy samples prepared by potentiostatic electrolysis were analyzed using SEM/EDX. The electrolysis potential range for effective separation of Dy from Pr and Nd was suggested to be 0.39-0.48 V (vs. Na + /Na). In this potential range, the formation of the Dy-Ni alloy layer proceeded 10 times faster than those of Pr-Ni and Nd-Ni. Moreover, the formation rate increased when the potential became more negative. The separation factor defined as {x Dy /(x Pr + x Nd )} alloy had high values of 9.9 and 22.9 at 0.42 and 0.45 V, respectively. Considering the actual operation of the proposed alloy diaphragm method, periodic removal of Pr and Nd from the anode chamber was suggested to be necessary to maintain the high separation factor of Dy. Dy Dy Figure 8 Separation and recovery process of RE metals from scraps using molten salt and alloy diaphragm which maintains a high separation ability of Dy in a continuous operation.
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